7 IMPACT
4 RECOVERY

Materials

Surface Mount Quarter Turn Base
SUPER BUNDY® PLUS two-piece system

Tools Required
Propane Torch (weed burner)
Broom or Compress Air

Small Hammer
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Surface Mount Quarter Turn Base
with Super Bundy

TRAFFIC SAFETY

INSTALLATION INSTRUCTIONS | P/N BS-SMQT

Pre-heat the pavement surface
using a propane fueled torch.

A brownish film will typically form
on the surface when the material
has reached molten stage. Continue
to heat the adhesive pad until the
well-defined edges of the pad are no
longer visible.

Position the Base directly on top

of the molten adhesive and apply
slight downward pressure to ensure
embedding and bonding. Twist back
and forth slightly. It is important to
ensure that there is a small cushion
of SUPER BUNDY® PLUS material
remaining between the pavement
and the Fixed Base.
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Position the first piece of SUPER
BUNDY?® PLUS on the pre-heated
pavement surface.

Without delay, position the second
pad directly on top of the molten
piece.

Curing is complete when the SUPER
BUNDY® PLUS material has cooled
down to a temperature that the fixed
base can no longer be moved.

Begin heating the material by
moving the flame from the torch
slowly and steadily over the
material in a sweeping motion.
Heat the material evenly until it
melts completely to bond with the
pavement.

Heat the second adhesive pad until
it is completely molten, in the same
way as the first. When complete, the
pads should appear as a puddle of
molten adhesive.

Insert the post into the quarter turn
socket. Start with the sign facing
90° counterclockwise to desired
final position.
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7 IMPACT Surface Mount Quarter Turn Base
1 RECOUVERY  with Super Bundy Continued

TRAFFIC SAFETY
INSTALLATION INSTRUCTIONS | P/N BS-SMQT

Push down and rotate the post For standard model base, use a If using a tamper proof base, install

clockwise until fully seated in the small hammer to install L-shaped V4" x 1-V4" stainless steel setscrew
socket. keeper pin(s) through the base and through base into one post hole.
into post holes. Lay pin flat such Setscrew should completely cover
that is lies flat in the retention socket post thread end and prevent
on top of base. counterclockwise rotation under
impact.
Notes

« ltis the responsibility of the installer to determine the suitability of the substrate for proper anchorage.

« Substrate shall be properly installed, in good repair, and generally crack free.

« Consult with owner’s engineer as needed

« Pavement surface must be clean and dry.

« Bottom surface of base must be adhesion treated by flame or plasma within 30 days of installation.

« SUPER BUNDY® PLUS is a two-piece system. Do not attempt to use only a single piece as this will
resulting in inadequate bonding
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